
11.0 ACEA specifications:

11.1 Diesel engines up to production date 08/90 and spark-ignition engines:

M10, M20, M21, M30, M40, M42, M43 (not M43TU), M44, M50, M52 (not M52TU), 
M60, M62 (not M62LEV), M70, M73 (until 8/97), S14, S38, S50, S50U, S52, S70

Preferably use Also permissible

ACEA:A2
ACEA:A3
ACEA:A2/B2
ACEA:A3/B2
ACEA:A2/B3
ACEA:A3/B3

CCMC-G4
CCMC-G5
CCMC-G4/PD2
CCMC-G5/PD2
API-SJ/CD
API-SJ/CE

BMW engine oils available via the parts sales department:

BMW High Power Oil SAE 15W-40
ACEA: A2/B2 (CCMC-G4/PD2) or API SG/CD

Trade name BMW part number Container size

BMW High Power Oil 81 22 9 407 414 1-litre canister

BMW High Power Oil 81 22 9 407 295 60-litre canister

BMW High Power Oil 81 22 9 407 296 208-litre canister

BMW High Power Oil 81 22 9 407 428 Container

BMW High Power Oil 81 22 9 407 429 Tanker (truck)

11.2 Diesel engines from production date 09/90:

M21, M41, M47, M47TU, M51 (except E34/E36 from production date 9/95), M57, M67

Preferably use Also permissible

ACEA:A3/B3
ACEA:A3/B4

CCMC-G5/PD2

The engine oil must satisfy both specifications 
(ACEA:A3 and ACEA:B3 or ACEA:A3 and ACEA:B4 or CCMC-G5 and CCMC-PD2).
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